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WALL HEIGHT(H)
ABOVE GRADE

VERTICAL
REINFORCEMENT

> 0" — 3 -0

1-#4 @ 4 0" 0.C.

3 1" — 4 o

1-#4 @ 4 0" 0.C.

4 1" -5 -0

1-#4 @ 2' -8" 0.C.

5 1" -6 -0

1-#4 @ 2°' -8" 0.C.

NOTES:

CONCRETE : 5-SACK, 7 1/2 GAL. WATER, 2000 PSl.
CONCRETE MODULE: 6" WIDE, ASTM C-20.
REINFORCEMENT: #4, ASTM A5, PROVIDE 16" LAPS IN FOOTING AND
NO LESS THAN 20" LAPS IN GROUTED CELLS.
MORTAR: 1-PART CEMENT/3-PARTS CLEAN SAND.
GROUT: I-PART CEMENT/3-PART CLEAN SAND/MAY ADD 110 LIME TO
FLUID CONSISTANCY.
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#4 HORIZONTAL
BOND REINFORCEMENT
BELOW TOP COUREE.

- — VERTICAL REINFORCEMENT

BARS ARE TO BE CENTERED

AND FULLY GROUTED.

OPEN HEAD JOINTS AT 32"
O.C. MIN AT FIRST COURCSE.

ROUGHEN

/ GRADE

#4 REINFORCEMENT
IN GRADE BEAM. VERTICAL
REINFORCEMENTS.

CAP
DEEP CUT
BOND CELL.

HORIZONTAL
BOND STEEL.

HORIZONTAL CONTROL
USE GROUT STOP.
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